
HS 30

The camera is suitable 
for outdoor use.

protection class IP 55 OUTDOOR

Safety instructions

Power supply: Before commissioning, please check the correct operating 
voltage of your power connection. The operating voltage of the monitor 
is AC 100~240 V, DC 5 V, 3A. The operating voltage of the camera is AC 
100~240 V, DC 12 V, 1A. Make sure that there is free access to the mains 
supply at all times to disconnect the unit from the mains.
Overload: Do not overload the wall socket, the extension cable or the 
adapter. Do not use a damaged power cord or touch it with a wet hand, 
as this may cause electric shock.
Protection class: The camera is suitable for outdoor use. Protection 
class IP 55
Suffocation: Do not let children play with transparencies or other pa-
ckaging, there is danger of suffocation.
Cleaning: Plug the device out of the socket before cleaning it. Clean the 
device with a soft cloth.
Opening the device: Do not remove the case to avoid the risk of elect-
ric shock. Contact qualified and licensed service personnel to repair the 
unit or contact your dealer.



Conformity information
Hereby, Megasat Werke GmbH declares that the following equipment 
complies with the essential requirements and other relevant provisions 
of directives, 2014/53/EU (RED) and RoHS Directive 2011/65/EU last 
amended 2015/863 / 2006/66 EC 2013/56 is located:

Megasat HS 30 (Art-No. 0900183)
The declaration of conformity for these product is available at the company:
Megasat Werke GmbH, Brückenstraße 2a, D-97618 Niederlauer
The declaration of conformity can be downloaded from our homepage: 
www.megasat.tv/support/downloads

Specifications
•	Housing: plastic (rotatable and swiveling)
•	Lens: 1 / 2.9 „CMOS
•	Horizontal viewing angle: 85 °
•	Resolution: 1920 x 1080 pixels (Full HD)
•	Night vision range: up to 20 m
•	Protection class IP55 (protected against strong jet water and dust)
•	Transmission to the Monitor via WLAN
•	Free app for iOS and Android
•	Connections: DC connection / LAN connection / antenna
•	Power supply: AC 100~240 Volt, DC 12 Volt, 1A
•	Operating temperature: -10° C ~ +50° C
•	Humidity: 15~85% RH
•	Dimensions: 47 x 46 x 176 mm (W/H/D)
•	Weight: 174 g

Operation
The HS 30 camera is suitable as a replacement or additional camera for 
the existing monitoring system HS 130. For integration into the system, 
please read the user manual of the monitoring system HS 130.
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